NOMINAL SIZE RATED AIR INITIAL .
MODEL NUMBER CONSTRUCTION CODE (NCHES) (IN‘}:CJ:SA)LH%VE(D ’(:ég\% RI(EI?\IIS\'/I'VAgL;:E (S%IEJ[;IQ;EEI?T) Effciency @
UCLR-4412E-MC UCGLVLR-24024012-XBU-GND-00-00 | 24X24X12 24X24X11-1/2 2000 .53 122 99% +
UCLR-4412-MC UCGLVLR-23F23F12-XBU-GND-00-00 | 24X24X12 |23-3/8X23-3/8X11-1/2 2000 .54 116 99% +
UCLR-0412-MC UCGLVLR-23F19F12-XBU-GND-00-00 | 24X20X12 |23-3/8X19-3/8X11-1/2 1640 .53 100 99% +
UCLR-0012-MC UCGLVLR-19F19F12-XBU-GND-00-00 | 20X20X12 |19-3/8X19-3/8X11-1/2 1400 .53 83 99% +
UCLR-2412E-MC UCGLVLR-24012012-XBU-GND-00-00 | 24X12X12 24X12X11-1/2 1000 .53 61 99% +
UCLR-2412-MC UCLGVLR-23F11F12-XBU-GND-00-00 | 24X12X12 |23-3/8X11-3/8X11-1/2 1000 .54 56 99% +
\o“::o‘:: Bead Separator
o"\:::"\::“\::\\‘\::\‘\::9\::‘ H%/e
LT T T T Synthetic
C-STYLE 24 AWG / Media
‘\:c‘\\\o\\:c":o‘\:c‘\\\o‘\::‘\\s‘ METAL FRAME \
ittt
:e‘:::\“: TR Filter Cross Section
T STANDARD CONSTRUCTION NOTES
i 1. 100% Synthetic Media 1. Testing per LMS 2000 using emery oil, neutralized
/:, W -i/8 2. Bead Separator Packs 2. Standard final resistance 1.5" W.C.
D e Qu 4. Urethane Sealant 4. Rated Velocity - 500 FPM
~d 5. 1/4 x 3/4 neoprene gasket down stream 5. Maximum Operating Temperature: 180 deg. F
7. Contact factory for special sizes
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